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Amendments to the Claims; 

The following Listing of Claims will replace all prior vcrijlons, and listings, of claims in 
the appKcalion: 

Lisiing of Claims 

1 . (Currently Amended) A temporary marking niateriai comprising 
a tliermally-expansible layer containing a binder, 

a pigment, and 

thermally-expansible microballs, 

wherein said thermally-expansible layer is adhered to a surface of a structure for use by 
virtue of the binder contained in the thermally-expansible layer, 

2. (Currently Amended) A temporary marking material according to claim 1 , 
wherein the thermally-expansible microballs are expandable at a predetermined 

temperature or higher, and expanded t he r ma l ly- e xpa nstbt e microballs m akes thermally- 
e xpa ns ible layer expanded; and 

wherein the temporary marking material becomes peelable from the surface of said 
structure due to expansion of the thermally - expansible lay er c au se d by expanded thermaily- 
expansible microballs when heated at said predetermined temperature or higher whi le t he 
temporary marking material is adher e d to th e surfac e of the structure at a temperature of working 
at mosphere, 

3. (Currently Amended) A temporary marking material according to claim 2, 
wherein the thermally-expansible microballs have an expandability of at least 1 0 times in 

terms of volume, compared with the volume thereof at temperature of working atmosphere. 

4. (Original) A temporary marking material according to claim 1, 

wherein the marking material further comprises a bead layer containing transparent 
beads; said bead layer being provided on a side of the thermally-expansible layer opposite to a 
side which contacts with the structure. 
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5. (Original) A pavcmcnl marker comprising a temporary marking material which 
comprises 

a thermally-expansible layer containing a binder, 
a pigment and 

thermally-expansible microballs, 

wherein the pavement marker is disposed, for use, on a pavement as a surface of the 
structure by virtue of the binder contained in the thermally-expansible layer. 

6. (Currently Amended) A pavement marker according to claim 5» 
wherein the thermally-expansible microballs are expandable at a predetermined 

temperature or higher, and e xpanded thermally - expan s ibl e miorobalb make s thermal ly- 
e xpansib l e layer e xpanded; and 

wherein the temporary marking material becomes peelable from the surface of said 
structure due to expansion of the th e rmally expa ns ibl e-l ay e r - ca used by expanded thermally- 
expansible microballs when heated at said predetermined temperature or higher whil e the 
tompomry marking mater i a l is adhered -te-t he surfac e of the structure at a temperature of working 
atmosphere . 

7. (Currently Amended) A pavement marker according to claim 5, 

wherein the themially-expansible microballs have an expandability of at least 1 0 times in 
terms of volume, compared with the volume thereof at temperature of working atmosphere. 

8. (Original) A pavement marker according to claim 5, 

wherein the marking material further comprises a bead layer containing transparent 
beads; said bead layer being provided on a side of the thermally-expansible layer opposite to a 
side which contacts with the structure. 
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